
flyer ongevouwen

 Algemene aanleverspecificaties 

- Zet tekst in je ontwerp altijd om naar contouren/outlines.

- Full color (4/0 - 4/4) bestanden maak je altijd op in CMYK.

- Maak je bestand op met een afloop van 3 mm. Laat je achtergrond doorlopen over de 
afloop. Dit voorkomt witranden na het snijden en
zorgt ervoor dat de achtergrond mooi doorloopt aan alle zijden.

- Gebruik je afbeeldingen? Wij raden een resolutie aan van 300 DPI. Omdat dit niet in 
alle gevallen mogelijk is, hanteren wij een minimale
resolutie van 150 DPI. Wij raden het ten zeerste af om je bestand aan te leveren met 
een lagere resolutie dan 150 DPI.
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General design specifications

- Make sure all the text in your document has been converted to outlines.

- Design your file with a bleed of at least 3mm. Allow your background to extend 
beyond the edge of your design, into the bleed. This is to avoid any white borders to 
show up after trimming and to make sure your background flows nicely to the edges

- When using images in your file, we recommend a resolution of 300 DPI. As this isn't 
always possible we adhere to a minimum resolution requirement of 150 DPI.  We 
advise you to not use files with a lower resolution as the print result will suffer for it.

- Minimum font size that we recommend is 10pt. Readability is highly dependent on 
the font that you choose.

- Make sure to use the CMYK colourprofile when setting up your document and/or 
specify your Pantone colous are Spot colours where needed. 
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